
Инструкция по обновлению
1. Открыть загрузчик
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2. Соеденить ПК и приемник нульмодемным кабелем, и выбрать его номер в программе.
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3. Нажать Connect
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4. Выбрать файл для обновления “…”
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5. Нажать “Upgrade”，на запрос “Please reset the STB”，включить приемник.
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6．Пойдет процес загрузки
[image: image6.png]M stbupe

Serial Port;

Binery File From:

PCI_com (Cotr)

d Settings\Administrator S Flash.bin

Discannect

Upgrade

ot sync byte!
Start sending clent.





[image: image7.png]M stbupe

Serial Port;

Binery File From:

PCI_com (Cotr)

d Settings\Administrator S Flash.bin

Discannect

Upgrade

Downlosd clert, please wat.





[image: image8.png]M stbupe

Serial Port;

Binery File From:

PCI_com (Cotr)

d Settings\Administrator S Flash.bin

Discannect

Upgrade

Transfering flash: 819205735508





[image: image9.png]M stbupe

Serial Port;

Binery File From:

PCI_com (Cotr)

d Settings\Administrator) S

Discannect

Upgrade

Buring flash: 6/100





[image: image10.png]M stbupe

SerialPort: [RCI_COM (COM?) Disconnect

W

Upgrade





По завершению, перегрузить приемник.

